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Errata

Page 34 – 
The last sentence of the first paragraph under the ‘Key Point: CIDR Versus Route Summarization’ section should read, “(At some other point in the network, this summarized block may be further combined into 192.168.0.0/16, and so on.)

Page 149 – Should read:

Change ?ip eigrp hello-interval as-number seconds? to ?ip hello-interval eigrp as-number seconds?

Change ?ip eigrp hold-time as-number seconds? to ?ip hold-time eigrp as-number seconds?

Page 247 – 
The command above table 4-8 "Router(config-router)#network ip-address..." should be "Router(config-router)#neighbor ip-address...

Page 289 – Example 5-3, last line of example should be: #area 2 range 172.16.64.0 255.255.224.0.

Page 299 – Chapter 5 – Interconnecting Multiple OSPF Areas


Example 5-7 – Last line of example reads “ Router4(Config-router)#area 1 default-cost 5” should read “Router4(Config-router)#area 1 default-cost 10”

Page 371 – 
Figure 6-13: router R9-L1 is in area 49.00CC and not 49.00AA as written in point 1,5 and in the figure. 

Page 391 – 
First line in paragraph "Step 1...": sentence "Recall that all intra-area traffic" should be "Recall that all inter-area traffic"

Page 452 – Table 7-16 should read:

The match condition "match ip next-hop ip-address-list" should be "match ip next-hop ip-access-list"

The match condition "match ip route-source ip-access-list" should be "match ip route-source ip-access-list"

Page 624 – 
Figure 9-8: routers in AS 65004 are X,Y and Z and not X,Y and C as written.

