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Errata

Page 49
In Figure 2-11 Route Summarization, the network summary on RTC should read:



192.168.56.0/21


The network summary on RTZ should read:

192.168.48.0/20
Page 73
The answers to question 7 should read:

A. Avoids wasted addresses on multiaccess links

B. Efficient addressing on Ethernet links

C. Uses another router interface address

D. May be used only with classless routing protocols.

Page 185
Below Table 6-3, network area Command Description, it should read:

Enter the following config-router prompt commands on the routers shown in Figure 6-23:

RouterA(config-router)# network 10.0.0.0 0.255.255.255 area 0 

RouterB(config-router)# network 10.2.1.2 0.0.0.0 area 0 

RouterB(config-router)# network 10.64.0.2 0.0.0.0 area 0

Page 205
In Table 6-9 OSPF LSA Types, in the 3rd row and 3rd (Description) column, the last sentence in the description should read:



Routes learned by way of Type 3 LSAs are denoted by an IA in the routing table. 

Page 206
In Table 6-9 OSPF LSA Types, in the 1st row and 2nd (Name) Column, it should read:



Summary link entry



(IA-OSPF) 

Page 260
Remove the “Author Query” in the left-hand margin. 

Page 270
Replace Figure 7-19 IS-IS Backbone with the following image:




[image: image2.png]his router must behave as an L2 as well as L1 router’
in order to guarantee backbone connectivity.
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CD-ROM
There is a revised test engine file on the CD-ROM. A link can also be found at



http://www.ciscopress.com/title/1587131358. 
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