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Errata

Front Cover
On the inside Front Cover, in the “What Do You Want To Do?” section, note the following changes: 
 
“Reset my switch to factory defaults” should point to page 108
 
“Reset my router to factory default” should state CCNA 2: Chapter 3, page 24
Page 156
Step 1, the first command should read:

ISP(config)#ip route 64.64.64.64 255.255.255.128 s0/0 (there was one too many instances of ‘255’ in the book)

Page 157
In the section entitled “Configuring PAT” Many Private to One Public AddressTranslation” Step 1, the first command should read: 


ISP(config)#ip route 64.64.64.64 255.255.255.128 s0/0

Page 159
Step 1, the first command should read:

ISP(config)#ip route 64.64.64.64 255.255.255.128 s0/0
Page 176
In Step 1, the second command should read:

Edmonton(config)#ip route 

172.16.30.0 255.255.255.0 172.16.20.2
Page 178
In Step 1, the second command should read:

Edmonton(config)#ip route 

172.16.30.0 255.255.255.0 172.16.20.2
Page 202
In Step 5, the correct syntax should read:

Step 5:  Convert binary to decimal

00100000 = 32          Subnetwork number

00100001 = 33          First valid host address
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00101110 = 46          Last valid host address

00101111 = 47          All 1's in host portion = Broadcast number
