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Page: 6 Setting the Encapsulation Type
NOTE: Use the switchport mode

nonegotiate command only when the

interface switchport mode is access or

trunk.
switchport mode nonegotiate not valid command, switchport nonegotiate is valid command. 

Author’s note -   The command given in the book is valid.  It all depends on which version of the IOS you are using and which platform,  The tech editors and I went through a lot of this when we were all using different versions.  The commands in the book use 12.2(25)SE IOS and the 3560 platform.
That being said, the command that is mentioned here is listed as valid starting with IOS 12.2(19)EA1 – but for the 3550 platform.  As that platform is now EOL, and we went with only the 3560, which is the most up to date platform, the book is correct and the submission is correct, but for an older EOL machine.
 But I do not want to get into a whole this IOS vs. that IOS listing here of commands, as we will end up with two big documents – Command guides – both of which are available as .PDFs on the Cisco website.
Page: 15 Configuration Example: VLANs
3560(config)#vtp password tower 

Should be 2960(config)#vtp password tower command on another site.
Author’s note -   This is a mistake in this example.  The command was given in the configuariton for the 3560 switch, but it was not included in the conmfiguration for the 2960.  Therefore, in order for this to work, the command   2960(config)#vtp password tower needs to be added to the configuration section of the 2960 switch on page 15.  I would suggest adding the line as the sixth line in the configuration, as follows:

2960(config)#vtp domain bcmsn


Configures the VTP domain name to bcmsn
2960(config)#vtp password tower


Sets the VTP password to tower

2960(config)#interface range fastethernet 0/1 – 8
Continue with the example from this point on
