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	Correction

	264
	2
	Question 5 – replace the 3rd sentence with: “An engineer configures the vlan 22 and name Hannahs-VLAN commands, and then exits configuration mode.”

	
	
	

	
	
	

	282
	2
	List near the bottom of the page – last line in step 2A’s text - change “secure-down” to “secure-shutdown”.

	284
	2
	Figure 12-6 – text “10 Msgs” should instead be “1 Msg”.

	390
	2
	1st of 2 indented paragraphs – 2nd line – in the command, remove “type”.

	444
	2
	first paragraph – 2nd/last line – change “172.16.0.0” to “10.0.0.0”.

	444
	2
	Example 19-9 – change both command prompts of “R2#” to “R1#”.

	547
	2
	Line just above Figure 23-17 – “…10.1.3.2 (R3) fails.”  - should list address 10.1.3.3.

	559
	2
	2 lines above Figure 24-8 – “…R1’s G0/1 IP…” – change “G0/1” to “G0/0”.

	669
	2
	2nd Paragraph – replace the entire paragraph with: “When writing an IPv6 address and prefix length in documentation, you can choose to leave a space before the /, or not, as shown in the next two examples.”

	719
	2
	2nd to last paragraph – end of 2nd line – “…FF08 (FF08::/16) should be “FF02 (FF02::/16)”. Later in the same paragraph, the similar text should begin FF08 in both places: “FF08 (FF08::/16)”. (Explanation: organization-local scope multicasts begin FF08, and link-local scope multicasts begin FF02.)

	752
	2
	Top of page, 2nd list item - “Default Route” item – change “ISP’s address of 2001:DB8:1:12::1” to “ISP’s link local address”.

	755
	2
	Paragraph above example 32-19 - First line should reference “Figure 32-7” instead.

	758
	2
	Table 32-4 – 3rd row of commands – the ipv6 route command should list “outgoing-interface” before “next-hop-address”, not following it.

	803
	2
	Question 5 – remove “ip” from “ip access-class 1 in”.

	813
	2
	1st bullet in 2-bullet list – bold text – “privilege-level” should be “privilege”.

	App C p19
	1
	In DVD Appendix C (Answers Appendix) – Chapter 22 question 4 explanation – change phrase “172.16.8.0 – 172.16.11.127” to be “172.16.8.0 – 172.16.11.255”. 

	85
	1
	2nd line under heading “Class A, B, and C IP Networks”, text “232” should be “232”.

	136
	1
	Table 6-3 – last row, 1st column – the prompt should read “hostname(config-vlan)#”

	150
	1
	Figure 7-4 – upper left Ethernet frame shows address “0200.2222.2222” – change to “0200.3333.3333”.

	196
	1
	Figure 9-2 – the interfaces F0/1, F0/2, and F0/3 should be G0/1, G0/2, and G0/3. Also, in a related change, in the paragraph below the bullet list below the figure, three references to interface “F0/1” in the figure should now be “G0/1”.

	264
	1
	Question 4 – answer A – change “on” to “trunk”.

	292
	1
	Question 7 – 1st line – change “secure-down” to “secure-shutdown”.

	434
	1
	Paragraph above Example 19-2 – “192.68.2.0” should be “192.168.2.0”.

	441
	1
	Last line on page – change “(a router with R3…” to “(a route with R3…”

	452
	1
	Example 19-18 – Two instances of “Serial0/0/1” should be “GigabitEthernet0/2” to match Figure 19-18.

	459
	1
	Table 19-7 – last row – replace the “Purpose” with: “Lists information about all routes known by the local RIP process, including those not added to the local router’s routing table.”

	525
	1
	Figure 22-5 – R3’s F0/0 interface address “172.16.5.1” – change to “172.16.6.1”.

	549
	1
	Delete sentence which begins on 2nd line: “The first command confirms…”.

	549
	1
	2nd paragraph, 1st line – change bold “ssl” to “ssh”.

	559
	1
	Paragraph above Example 24-2 – Reference to Figure 24-7 should be 24-6.

	606
	1
	Row for DHCP Server, in the right-most column, change the – to “bootps”. Next row, for DHCP Client, in the right-most column, change the – to “bootpc”.

	619
	1
	Example 26-10 and paragraph below it: Change references to R2’s G0/2 interface to R2’s G0/1 interface instead (once in the example, twice in the paragraph).

	619
	1
	Example 26-10 – 2nd to last line – the command should reference interface G0/1, not G0/2. Likewise, in the paragraph below the example, change two instances of “R2’s G0/2” to “R2’s G0/1” to match.

	652
	1
	Table 27-5 – last row – insert “static” after “source” in the leftmost cell.

	707
	1
	2nd paragraph – 2nd line – “…(FF08::/16) have a link-local scope…” – change FF08 to FF02.

	750
	1
	Caption, Figure 32-5: replace “172.16.2.0/24” with “2001:DB8:1111:7::/64”.

	751
	1
	Figure 32-6 – Change “Prefix is 2002…” to “Prefix is 2001…”

	767
	1
	Figure 33-3 – Keyword “Emergency” should instead be listed with numeral 0, and keyword “Alert” should instead be listed with numeral 1.

	783
	1
	Question 4 – change answer A to “The ntp server command enables R2’s NTP server function but not the client function”, and answer B to “The ntp server command enables R2's NTP server and client functions.”

	789
	1
	List of three commands – third command begins “enable name” – delete “name”.

	824
	1
	Last paragraph, 3rd line, command configure restore should be configure replace.
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