MACGLOBL.DOT

2/23/2011

 TIME 12:55:19 PM

CCNA Exam Cram (Exam 640-802), 3rd Edition

Copyright © 2008 Pearson Education, Inc.
ISBN-10: 0-7897-3712-4
ISBN-13: 978-0-7897-3712-0
Warning and Disclaimer

Every effort has been made to make this book as complete and as accurate as possible, but no warranty or fitness is implied. The information provided is on an "as is" basis. The author and the publisher shall have neither liability nor responsibility to any person or entity with respect to any loss or damages arising from the information contained in this book or from the use of the CD or programs accompanying it.

When reviewing corrections, always check the print number of your book. Corrections are made to printed books with each subsequent printing.
First Printing: December 2007
Corrections for all Printings
	Pg
	Error
	Correction

	71
	Figure 3.10 The subnetting chart

Reads:  ‘B Subnets’ - 1024
	Figure 3.10 The subnetting chart

Should read: ‘B Subnets’ 1022

	216
	· B. Chicago(config)#router rip
Chicago(config-router)#network 192.168.100.16
Chicago(config-router)#network 192.168.100.224
Chicago(config-router)#network 192.168.100.128
	· C. Chicago(config)#router rip
Chicago(config-router)#network 192.168.100.16
Chicago(config-router)#network 192.168.100.224
Chicago(config-router)#network 192.168.100.128

	284
	Chapter 12, Question 14, Figure 12.13

Replace Diagram 
	[image: image1.emf]

	332
	Ukraine

router ospf 1

network 10.0.23.32 0.0.0.63 area 0

network 10.202.114.128 0.0.0.15 area 0
	Ukraine

router ospf 1

network 10.0.23.32 0.0.0.31 area 0

network 10.202.114.128 0.0.0.15 area 0

	437
	Answer Key to Practice Exam 1, Answer to Question 46

Reads:

Answer E is the correct answer. A standard access list has been configured, and the general rule is that standard access lists should be applied as close to the destination as possible.

	Should read:

Answer C is the correct answer.  A standard access list should be applied outbound on the interface closest to the destination.  In this example, it would be outbound on RouterB on the 172.18.0.0 subnet.
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