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Corrections for May 4, 2020
	Pg
	Error – First Printing
	Correction

	9
	Under section Connect, the third paragraph, second sentence reads as:

“The router initiating the request uses a dynamic source port, but the destination port is always 179.”
	Should read:

“The router initiating the request uses source port 179, but the destination port is always dynamic.”

	9
	Under section Connect, the fourth paragraph, second sentence reads as:

“Notice that the TCP source port is 179 and the destination port is 59884 on R1, and the ports are opposite on R2.”
	And should read as:

“Notice that the TCP source port is 59884 and the destination port is 179 on R1, and the ports are opposite on R2.”


PAGE 9: Example
	Example 1-1, top section (R1) reads as:
Local Address         Foreign Address
10.12.1.1.179       10.12.1.2.59884
	Should read:
Local Address         Foreign Address
10.12.1.1.59884        10.12.1.2.179

	Example 1-1, bottom section (R2) reads as:
Local Address         Foreign Address
10.12.1.1.59884    10.12.1.2.179
	Should read:
Local Address         Foreign Address
10.12.1.1.179        10.12.1.2.59884


Corrections for October 27, 2017
	Pg
	Error – First Printing
	Correction

	36
	Chapter 1, Example 1-11, Second Box, Last Line, Path Weight
Reads:

(652000)  i
	Should read:
(65200)  i

	653
	Chapter 13, First Paragraph, Remove First Two Sentences 
	Sentences to Remove:

On Nexus devices, a maximum of 16 static IR VTEPs is recommended. Both the multicastand IR configuration can co-exist on the same switch but on different VNIs.


	653
	Chapter 13, Remove Note
	Note to be Removed:

Note Nexus 3000 series switches provide support only for a single peer for ingress-replication.


Corrections for July 21, 2017
	Pg
	Error – First Printing
	Correction

	23
	Chapter 1, Replace Figure 1-4
	Replacement Figure:
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This errata sheet is intended to provide updated technical information. Spelling and grammar misprints are updated during the reprint process, but are not listed on this errata sheet.
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